
Model Name

Alignment Fly Camera + Fix Camera (Option)

The Number of Spindles 10 Spindle x 2 Gantry 10 Spindle x 2 Gantry 6 Spindle x 2 Gantry

Placement Speed 92,000 CPH (Optimum) 80,000 CPH (Optimum) 56,000 CPH (Optimum)

Placement 

Accuracy

Chip
±28 μm @ Cpk ≥ 1.0 (03015 Chip)

±25 μm @ Cpk ≥ 1.0 (IC)
±40 μm @ Cpk ≥ 1.0

QFP ±30 μm @ Cpk ≥ 1.0

Component

Range

Fly Camera 03015 ~ □12 mm 0402 ~ □16 mm 0402 ~ □21 mm

Fix Camera (Option)
~□42 mm

~□55 mm (MFOV)
~ L75 mm Connector (MFOV) 

Max. Height 10 mm (Fly) 15 mm (Fix) 12 mm (Fly) 25 mm (Fix)

PCB Size 

(mm)

Single 

Lane

Min. L50 x W40**

Max.

L510 x W460

~ L610 x W460 (Option), 

~ L740 x W460 (Option),

~ L810 x W460 (Option), 

~ L850 x W460 (Option)

L510 x W460

~ L610 x W460 (Option), 

~ L740 x W460 (Option),

~ L810 x W460, 

~ L1,200 x W460 (Option)

Dual 

Lane

Min. L50 x W40

Max.

2 PCB
L510 x W250, ~ L610 x W250 (Option) 

~ L740 x W250 (Option), ~ L1,200* x W250 (Option)

1 PCB
L510 x W460, ~ L610 x W460 (Option) 

~ L740 x W460 (Option), ~ L1,200* x W460 (Option)

PCB Thickness (mm) 0.38 ~ 4.2

Feeder Capacity (8 mm standard) 120 ea / 112 ea (Docking Cart)

Utility

Power
3 Phase, AC 200 / 208 / 220 / 240 / 380 / 415V ±10% (50/60 Hz)

Max. 5.0 kVA

Air Consumption
5.0 ~ 7.0 kgf/cm2

50 Nℓ/min

Weight (H900 mm standard) Approx. 1,760 kg

External Dimension (Standard) L1,430 x D1,740 x H1,485 mm



C1608-560pF

C1608560PF9907141301

C1608-560pF

C1608560PF9907141301



Standard 1st Machine
Medium 

Machine

Last 

Machine

Extra Large 

PCB

In-let 1 (Shuttle) 1 (Shuttle) 2 2 1

Work 2 2 2 2 1

Out-let 1 (Shuttle) 2 2 1 (Shuttle) 1

Configurations





10%

30%

Type Occupy (slot) Capacity (ea) Width (mm) Feeder Pitch (mm) Reel Diameter (mm)

W4P1 1 60 8 1, 2 Φ 178 ~ 180

8 mm 1 60 8 2, 4 Φ 178 ~ 180

8 mm L 2* 30 8 2, 4 Φ 178 ~ 330

12 mm 2 30 12

4, 8, 12, 16, 20, 24, 28, 

32, 36, 40, 44(2)

Φ 178 ~ 380

16 mm 2 30 16 Φ 178 ~ 380

24 mm 3 20 24 Φ 178 ~ 380

32 mm 4 15 32 Φ 178 ~ 380

44 mm 4 15 44 Φ 178 ~ 380

56 mm 5 12 56 Φ 178 ~ 380

72 mm 7 8 72 Φ 178 ~ 381

88 mm 8 7 88 Φ 178 ~ 381

Type Occupy (slot) Capacity (ea) Width (mm) Feeder Pitch (mm) Reel Diameter (mm)

8 mm 1 60 8 2, 4 Φ 178 ~ 180

Name CN015 CN020 CN030 CN040 CN065 CN140 CN220 CN400 CN400N CN750 CN110

External

Shape

Min.

Component

Width

0.15 0.2 ~ 0.5 0.3 ~ 1.5 0.5 ~ 1.25 0.8 ~ 2.5 2.5 ~ 4.0 4.0 ~ 7.0 7.0 ~ 10.0 7.0 ~ 10.0 10.0 ~ 20.0 ~

Applicable

Component

Dedicated to

03015 Chip

Dedicated to

0402 Chip

Dedicated to

0603 Chip

Dedicated to

1005 Chip

1608, 2012,

3216, 

Melf,

Hemt,

SSOP03,

TR(23), 

TR2,

Chip-Tantal

(3012)

3216, 6432,

Chip-

Aluminum

(5753),

Chip-Tantal

(7343),

TR(13),

Trimmer,

SOP2(04),

SOP(48),

SSOP08

Chip-

Aluminum

(7268),

SOP(48),

Connector,

QFP(48),

Chip-

Coil(8280),

Chip-Tantal

(8060)

Chip-

Aluminum

(9082),

SOP(66),

SOP2(50),

QFP(44),

LCC(18), 

SOJ2,

Connector,

TR(22),

BGA(208G),

Chip-

Coil(1212)

SOP, 

SOP2

QFP

(Medium)

QFP(256),

BGA(388G)
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